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Description:

The Permaquip™ Type B Trolley is designed to be used as a manual propelled, stand-alone load-bearing
rolling platform for use on-track.

Each Type B Trolley is equipped with a fail-safe braking system as standard and is supplied with detachable
brake and push handles.

The design is available with multiple additional options including standard or electrically insulated wheels,
aluminium or wooden deck, trolley sides, loading ramps, swing lift cranes & gas bottle carrier. The Type B
Trolley is available in different track gauges to suit customer / infrastructure requirements. The main
components remain to the same build specification but adjusted to suit the function.

The Type B Trolley has been designed to be split into two halves to aid handling and transporting to and
from site. They can be safely stacked in multiples of five during transit provided that this is within the
vehicles operating capabilities and the load is secure and stable. They can be stacked in multiples of eight
for storage.

Type B trolley chassis are powder coated yellow for high visibility when on track and supplied with red
flashing LED lights to aid awareness when in low light conditions.

Please note:

All information, illustrations and specifications in this Technical Sheet are based on the latest information
available at the time of publication. The right is reserved to make changes at any time without notice.

Equipment operators and installers shall be responsible for ensuring that a safe working environment and
safe systems of work are in place and in certain circumstances advice and permission from the controlling
authority must be sought before any operation, installation or surveying work is carried out.

Permaquip™ is a trademark of Permaquip Ltd.

©2006 Permaquip Ltd.
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Type B Trolley Layout:

Light Mast Holder
(2 each side)

Retaining / Lifting Hook
(2 each side)

Trolley Deck

Push Handle (1 each side)

Red LED Light
(1 each end) Retaining Pin

(1 each side)

Trolley Wheels
(2 each side)

General Technical Data:

Type B Trolley Handle Part Numbers:

e Wide Push Handle 29457

e Brake Handle 33489

SWL: 2000kg UDL (1000kg on NWR & LUL Infrastructure)
Wheels:

e Material: Aluminium

e Profile: Permaquip P1

¢ Rolling Diameter: 10"

e Wheel Centres: 1100mm

Brakes: Failsafe braking as standard, tested in line with CoP 0018

Maximum Cant: 150mm

Maximum Gradient: 1in 30

Product Compliance: RIS-1701PLT

BS EN13977
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Type B Trolley Variants

Overall Dimensions

Platform Dimensions

Part Track Wheel ( ) ( )
H mm mm
Number Description Gauge Deck Type Insulation
(mm) Length| Width | Height | Length| Width | Height
24681 Type B Trolley 14356 - Wooden Deck, Non- | 4 35 | poinied Exterior Ply [No <0.150| 1940 | 1795 | 850 | 1830 | 1695 | 304
insulated Wheels (Std)
27789 | Type B Trolley :wmw,\réo_o%: Deck, Insulated | 1,35 | Ppainted Exterior Ply | Yes>5MQ| 1940 | 1795 | 850 | 1830 | 1695 | 304
eels
27790 | Type B Trolley 1435G - Aluminium Deck, Non- | 455 | Ajyminium Tread Plate |No <0.150| 1940 | 1795 | 850 | 1830 | 1695 | 304
insulated Wheels
27791 | Type B Trolley 14356 - Aluminium Deck, Insulated | 4 55 | A\yminium Tread Plate | Yes >5MQ | 1940 | 1795 | 850 | 1830 | 1695 | 304
Wheels (LUL)
3gggs | YPe B Trolley 1600G - Aluminium Deck, Non-| 4 /nq | A\ minium Tread Plate [No <0.150| 1940 | 1960 | 850 | 1830 | 1860 | 304
insulated Wheels (Broad Gauge)
3gggs | 1/Pe B Trolley 16006 - Wooden Deck, Insulated | 4,05 | pointed Exterior Ply |Yes>5MQ| 1940 | 1960 | 850 | 1830 | 1860 | 304
Wheels (Broad Gauge)
38905 Type B Trolley 17306 - Wooden Deck, Non- | 4954 | poinied Exterior Ply |No <0.150| 1940 | 2090 | 850 | 1830 | 1990 | 304
insulated Wheels (Special)
38931 | 1ype B Trolley 1725G - Aluminium Deck, Non- | 4955 | o\ minium Tread Plate [No <0.150| 1940 | 2085 | 850 | 1830 | 1985 | 304
insulated Wheels (Special)
39040 | 1yPe B Trolley 14356 - Aluminium Deck, Insulated | 4 a5 | A\\minium Tread Plate | Yes s5M0 | 1940 | 1815 | 850 | 1830 | 1695 | 304
Wheels c/w Lift Handles
39041 | Type B Trolley 16006 - Aluminium Deck, Insulated | 4,05 | o\ minium Tread Plate | Yes >5MQ | 1940 | 1960 | 850 | 1830 | 1860 | 304
Wheels (Broad Gauge)
39042 | Type B Trolley 16006 - Aluminium Deck, Insulated | 4,05 | A\yminium Tread Plate | Yes >5M0 | 1940 | 1980 | 850 | 1830 | 1860 | 304
Wheels c/w Lift Handles (Broad Gauge)
39060 | 1YPe B Trolley 10676 - Aluminium Deck, Insulated | 1647 | o\ minium Tread Plate | Yes s5MQ| 1940 | 1427 | 850 | 1830 | 1327 | 304
Wheels [Narrow Gauge)
39061 | 1YPe B Trolley 10676 - Aluminium Deck, Insulated | 16,5 | o\ minium Tread Plate | Yes >5MQ | 1940 | 1447 | 850 | 1830 | 1327 | 304
Wheels c/w Lift Handles (Narrow Gauge)
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Trolley Width

Deck Length

A

G

Deck Width

Handle Height

Deck
Height

Permaquip Type B Trolley

Wheel Back to Back

Track Gauge

Wheel Centres |

Length
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